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XL3-N 630
3-phase distribution boards 
with fishbone supply busbar
(p. 212)

Practibox S
surface mounting 
cabinets
(p. 216)

NEW PRODUCTS

P. 206
Flush-mounting
British standard
consumer units

P. 226
XL3 S 160
24 modules per row
metal distribution
cabinets

P. 215
Nedbox
12 modules/row
flush-mounting
cabinets

P. 286
Plexo3

IP 65
weatherproof
cabinets

P. 303
Equipment for
Atlantic &
Marina cabinets

Ready to use 
cabinets & 
enclosures

Self-assembly 
cabinets & 
enclosures

Weatherproof 
enclosures & 
accessories

P. 266
XL3 4000
distribution
enclosures

P. 234
XL3 S 630
distribution
enclosures

ENCLOSURES
& ACCESSORIES
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XL3 S 160, 630 
and 4000
metal distribution cabinets 
and enclosures
(p. 226)

Atlantic IP 66
stainless steel cabinets
(p. 293)

P. 212
XL3-N 630
3-phase distribution 
boards with fishbone 
supply busbar

P. 216
Practibox S
4, 8, 12, 18 and
22 modules/row
surface mounting cabinets

P. 216
Practibox S
4, 8, 12, 18 and
22 modules/row
flush-mounting cabinets

P. 210
XL3-N 250
3-phase distribution 
boards with fishbone 
supply busbar

P. 227
XL3 S 160
36 modules per row
metal distribution
cabinets

P. 297
Marina
IP 66 polyester
cabinets

P. 316
IP 68 plastic
cable glands

P. 317
IP 68 metal
cable glands

P. 294
Atlantic
IP 66
cabinets for
food industry

P. 315
IP 55 plastic
cable glands

P. 276
XL3 6300
distribution
enclosures

P. 290
Atlantic
IP 55/IP 66
metal cabinets
with plain plate

P. 312
Heat regulation
for cabinets &
enclosures

P. 222
XL3 125
18 modules/row
surface mounting 
distribution cabinets

P. 208
Convivio
3-phase distribution 
boards with fishbone 
supply busbar

P. 220
Practibox3

12 and 18 modules/row
flush-mounting cabinets

P. 214
Surface mounting 
terminal shield
boxes

P. 269
XL3 4000
equipment &
accessories

P. 237
XL3 S 630
equipment &
accessories

P. 246
XL3 S 4000
distribution
enclosures

P. 293
Atlantic IP 66
stainless steel 
cabinets

P. 248
XL3 S 4000
equipment &
accessories

P. 256
XL3 S 630 &
XL3 S 4000
isolating supports
for busbars

P. 285
XL3 4000 and 6300
isolating supports
for busbars
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Flush-mounting British standard
consumer units

4 025 08 4 025 15

Allows to achieve assemblies conform to IEC 61439-3

Pack Cat.Nos Flush mounting boxes

Metal IP 41
Grey
Supplied with earth and neutral terminal blocks 
and 100 A isolated fork type supply busbar
Door earthing

Single phase + neutral
 Number of 

ways
Number of 
modules

Number of 
supply busbars

Number of 
modules per 

busbar
1 4 025 05 4 2 + 4 1 4
1 4 025 06 6 2 + 6 1 6
1 4 025 07 8 2 + 8 1 8
1 4 025 08 12 2 + 12 1 12
1 4 025 09 16 2 + 14 1 16

3-phase + neutral

Three-phase distribution board for single phase 
outgoing

1 4 025 15 4 4 + 12 3 4
1 4 025 16 6 4 + 18 3 6
1 4 025 17 8 4 + 24 3 8
1 4 025 18 12 4 + 36 3 12

Convivio 3-phase distribution boards,
p. 208

Supply busbars
p. 199

Isolating switches red handle,
p. 56

BRITISH STANDARD
CONSUMER UNITS

Designed to be  
  practical and 
functional

The same cabinet can be flush or surface mounted 
(easier choice and only few catalogue numbers to store)

Single-phase + neutral 3-phase + neutral

Low voltage consumer units 
& distribution boards 
up to 250 A
Available for download on
www.docexport.legrand.com

The IP41 British standard metal consumer units are 
designed to meet the needs of residential and small 
commercial buildings installations. 
They can be also used in hotels to equip rooms for 
example. 

■  9 SIZES OF READY-TO-USE CONSUMER UNITS
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Flush-mounting British standard consumer units
technical characteristics

� Presentation

Cat.Nos No. of
ways

Dimensions (mm) Top
Ø25

knockout

Bottom
Ø32

knockoutA B C

4 025 05 4 170 80 190 1 no. 1 no.

4 025 06 6 210 120 230 1 no. 1 no.

4 025 07 8 240 150 260 2 nos. 1 no.

4 025 08 12 316 226 336 3 nos. 1 no.

4 025 09 16 388 298 408 4 nos. 1 no.

Single phase + neutral 3-phase + neutral

� Dimensions

Flush-mounting Single Phase + Neutral

B
A

22
0

C

23
6

Ø 32 knockoutØ 26 knockout

15
0

82 5

Flush-mounting Three-phase + Neutral 

Cat.Nos No. of
ways

Dimensions (mm) Top
Ø25

knockout

Bottom
Ø32

knockoutA B C

4 025 15 4 285 195 305 3 nos. 1 no.

4 025 16 6 321 231 341 4 nos. 1 no.

4 025 17 8 405 315 425 5 nos. 1 no.

4 025 18 12 549 459 569 7 nos. 1 no.

A

40
0

C

41
5

Ø 32 knockout

Ø 26 knockout B

82 5

30
0
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ConvivioTM 3-phase distribution boards
from 12 to 54 poles (outgoing terminals)

6 044 00 6 044 02

3-phase distribution boards for DIN-rail mounting circuit breakers
IP 40 - IK 08 with door
Conform to standard IEC 61439-3: busbar type tested (Lovag certified)
Maximum voltage 480 V± ; Rated short-time withstand current (Icw): 17 kA 0.2 s
Rated peak withstand current (Ipk): 34 kA  
Ambient temperature: 50 °C continuously
White RAL 9003
Supplied with: surface or flush-mounting box, door with handle, faceplate, fully isolated tin plated copper busbar
The number of holes of earth and neutral terminal blocks are equal to the number of outgoing devices

Pack Cat.Nos Distribution boards up to 125 A

Maximum rating 125 A
Flush or surface mounting
Equipped with 4 rail for main circuit breaker :  
3P or 3P + N (Neutral on the right-hand side),  
1 module/pole, 4 rail mounting MCB

No of poles
(outgoing terminals)

No of 3P
ways

1 6 044 00 12 4
1 6 044 01 18 6
1 6 044 02 24 8
1 6 044 03 30 10
1 6 044 04 36 12
1 6 044 05 42 14
1 6 044 06 48 16
1 6 044 07 54 18

Distribution boards up to 250 A
Maximum rating 125 A
Flush or surface mounting
Equipped with mounting plate for main circuit 
breaker: DRX 125 MCCB

No of poles
(outgoing terminals) No of 3P ways

1 6 044 30 12 4
1 6 044 31 18 6
1 6 044 32 24 8
1 6 044 33 30 10
1 6 044 34 36 12
1 6 044 35 42 14
1 6 044 36 48 16
1 6 044 37 54 18

Maximum rating 250 A
Flush or surface mounting
Equipped with mounting plate for main circuit 
breaker: DRX 250 MCCB

1 6 044 40 18 6
1 6 044 41 24 8
1 6 044 42 30 10
1 6 044 43 36 12
1 6 044 44 42 14
1 6 044 45 48 16
1 6 044 46 54 18

Pack Cat.Nos Accessories

Fixing supports for terminal blocks
10 6 054 93 Kit consisting of 2 insulated fixing supports for

terminal blocks for earth

Insulating caps
10 6 054 94 Set of 20 insulating caps for protecting unused 

outgoing terminals of the busbar

Blanking plate RAL 7035
Separable into modules or 1/2 modules

10 0 016 65 18 modules

6 044 42

Technical characteristics p. 209
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� Dimensions

Distribution boards from 12 to 24 poles (outgoing terminals)

Distribution boards from 30 to 54 poles (outgoing terminals)

Cat.Nos Number  
of poles

Dimensions (mm)

A B

6 044 00 12 622 594

6 044 01 18 676 648

6 044 02 24 730 702

6 044 30 12 622 594

6 044 31 18 676 648

6 044 32 24 730 702

6 044 40 18 622 594

6 044 41 24 676 648

Number of 
knockouts

Size of the knockouts

Ø18 / Ø27 mm Ø27 / Ø32 mm Ø32 / Ø52 / 
Ø65 mm

Top 2 2 1

Bottom 2 2 1

Cat.Nos Number  
of poles

Dimensions (mm)

A B

6 044 03 30 784 756

6 044 04 36 838 810

6 044 05 42 892 864

6 044 06 48 946 918

6 044 07 54 1000 972

6 044 33 30 784 756

6 044 34 36 838 810

6 044 35 42 892 864

6 044 36 48 946 918

6 044 37 54 1000 972

6 044 42 30 784 756

6 044 43 36 838 810

6 044 44 42 892 864

6 044 45 48 946 918

6 044 46 54 1000 972

Number of 
knockouts

Size of the knockouts

Ø18 / Ø27 mm Ø27 / Ø32 mm Ø32 / Ø52 / 
Ø65 mm

Top 2 2 1

Bottom 2 2 1

410

410

109
A B

54
54

50 50

380

10
9

410

A B

410

50 50

380

10
9

ConvivioTM 3-phase distribution boards
technical characteristics
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XL3-N 250 3-phase distribution boards
from 12 to 54 poles (outgoing terminals)

6 054 54 6 054 61 6 054 90 6 054 91

3-phase distribution boards for DIN-rail mounting circuit breakers; IP 40 (IP41 with the kit Cat.No 6 027 98) -IK 08 with door
Conform to standard IEC 61439-2; Type tested; tested and certified by third part laboratory
Maximum voltage 480 V± ; Rated short-time withstand current (Icw): 17 kA 0.2 s; Rated peak withstand current (Ipk): 34 kA  
Ambient temperature: 50 °C continuously
Zinc coated metal; Grey RAL 7035
Supplied with: surface or flush-mounting box, reversible door with handle, faceplate, fully isolated tin plated copper busbar
The number of holes of earth and neutral terminal blocks are equal to the number of outgoing devices

Pack Cat.Nos XL3-N 250 distribution boards
Maximum rating 125 A
To be equipped with mounting kit for main
circuit breaker (DIN-rail mounting MCBs or
DRX 125 or DPX³ 160 MCCBs)

Flush-
mounting

Surface
mounting

No of poles
(outgoing terminals) No of 3P ways

1 6 054 50 6 054 70 12 4
1 6 054 51 6 054 71 18 6
1 6 054 52 6 054 72 24 8
1 6 054 53 6 054 73 30 10
1 6 054 54 6 054 74 36 12
1 6 054 55 6 054 75 42 14
1 6 054 56 6 054 76 48 16
1 6 054 57 6 054 77 54 18

Maximum rating 250 A
To be equipped with mounting kit for main
circuit breaker (DRX 250, DPX³ 160  
or DPX³ 250 MCCBs)

1 6 054 58 6 054 78 18 6
1 6 054 59 6 054 79 24 8
1 6 054 60 6 054 80 30 10
1 6 054 61 6 054 81 36 12
1 6 054 62 6 054 82 42 14
1 6 054 63 6 054 83 48 16
1 6 054 64 6 054 84 54 18

Pack Cat.Nos Mounting kits for main circuit breakers
Consisting of fixing device (DIN rail or fixing plate),
faceplate and connection terminals

For XL³-N 250 distribution boards with  
125 A busbar

1 6 054 90 For 3P, 1 module/pole, DIN-rail mounting MCBs
1 6 054 91 For DRX 125 3P MCCBs
1 6 054 96 For DPX3 160 3P MCCBs

For XL³-N 250 distribution boards with  
250 A busbar

1 6 054 92 For DRX 250 3P MCCBs
1 6 054 98 For DPX3 160 3P MCCBs
1 6 054 97 For DPX3 250 3P MCCBs

Accessories
Fixing supports for terminal blocks

10 6 054 93 Kit consisting of 2 insulated fixing supports for
terminal blocks for earth

Insulating caps
10 6 054 94 Set of 20 insulating caps for protecting unused 

outgoing terminals of the busbar

Blanking plate RAL 7035
Separable into modules or 1/2 modules

10 0 016 65 18 modules

Key lock
5 6 027 95 For XL3-N 250 distribution boards

IP 41 kit
5 6 027 98 For XL3-N 250 distribution boards

Technical characteristics p. 211
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XL3-N 250 3-phase distribution boards
technical characteristics

� Dimensions

Flush-mounting distribution boards

Surface-mounting distribution boards

B A

C

D

460

400

Cat.Nos Number  
of poles

Dimensions (mm)

A B C D

6 054 50 12 594 633 114 145

6 054 51/58 18 648 687 114 145

6 054 52/59 24 702 741 114 145

6 054 53/60 30 756 795 114 145

6 054 54/61 36 810 849 114 145

6 054 55/62 42 864 903 114 145

6 054 56/63 48 918 957 114 145

6 054 57/64 54 972 1011 114 145

Number of 
knockouts(1)

(top and 
bottom)

Size of the knockouts

Ø18 / Ø27 mm Ø27 / Ø32 mm Ø32 / Ø52 / Ø65 mm

6 4 1

B

A

400

Number of 
knockouts(2)

(top and 
bottom)

Size of the knockouts

Ø18 / Ø27 mm Ø27 / Ø32 mm Ø32 / Ø52 / Ø65 mm

6 4 1

Cat.Nos Number  
of poles

Dimensions (mm)

A B

6 054 70 12 594 145

6 054 71/78 18 648 145

6 054 72/79 24 702 145

6 054 73/80 30 756 145

6 054 74/81 36 810 145

6 054 75/82 42 864 145

6 054 76/83 48 918 145

6 054 77/84 54 972 145

2: For XL3-N 250 distribution boards only

1: For XL3-N 250 distribution boards only

� Cross-reference list old / new catalogue numbers

Old Cat.Nos New Cat.Nos Number  
of poles

6 094 50 6 054 50 12

6 094 51 6 054 51 18

6 094 52 6 054 52 24

6 094 53 6 054 53 30

6 094 54 6 054 54 36

6 094 55 6 054 55 42

6 094 56 6 054 56 48

6 094 57 6 054 57 54

6 094 58 6 054 58 18

6 094 59 6 054 59 24

6 094 60 6 054 60 30

Old Cat.Nos New Cat.Nos Main circuit 
breaker

6 024 90 6 054 90 MCB

6 024 91 6 054 91 DRX 125

6 024 92 6 054 92 DRX 250

6 024 96 6 054 96 DPX³ 160

6 024 97 6 054 97 DPX3 250

Old Cat.Nos New Cat.Nos Number  
of poles

6 094 77 6 054 77 54

6 094 78 6 054 78 18

6 094 79 6 054 79 24

6 094 80 6 054 80 30

6 094 81 6 054 81 36

6 094 82 6 054 82 42

6 094 83 6 054 83 48

6 094 84 6 054 84 54

Old Cat.Nos New Cat.Nos Number  
of poles

6 094 61 6 054 61 36

6 094 62 6 054 62 42

6 094 63 6 054 63 48

6 094 64 6 054 64 54

6 094 70 6 054 70 12

6 094 71 6 054 71 18

6 094 72 6 054 72 24

6 094 73 6 054 73 30

6 094 74 6 054 74 36

6 094 75 6 054 75 42

6 094 76 6 054 76 48

Fixing kitsDistribution boards

Old Cat.Nos New Cat.Nos

6 024 93 6 054 93

6 024 94 6 054 94

Accessories
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XL3-N 630 3-phase distribution boards
from 12 to 48 poles (outgoing terminals)

6 045 08 6 045 09

3-phase distribution boards for moulded case circuit breakers, DRX or DPX³
IP 40 (IP42 with the kit Cat.No 6 045 68) - IK 08 with door
Conform to standard IEC 61439-2. Type tested; tested and certified by third part laboratory
Maximum voltage 415 V± ; 
Rated peak current (Ipk): up to 110 kA  
Ambient temperature: 50 °C continuously
Metal; Grey RAL 7035
Supplied with: surface mounting box, door with handle, faceplate, fully isolated tin plated copper busbar
The number of holes of earth and neutral terminal blocks are equal to the number of outgoing devices

Pack Cat.Nos Distribution boards for DRX MCCBs on 
outgoing terminals
Maximum rating 250 A
Can be equipped with :
- DPX³ 250 as main MCCB (incoming terminals) or 
DRX 250 with mounting kit Cat.No 6 045 50 (to be 
ordered separately)
- DRX 125 on outgoing terminals 
Rated short-time withstand current (Icw): 36 kA 1 s

No of poles
(outgoing terminals)

No of 3P
ways (outgoing)

1 6 045 00 12 4
1 6 045 01 18 6
1 6 045 02 24 8
1 6 045 03 36 12
1 6 045 04 48 16

Maximum rating 400 A
Can be equipped with :
- DPX3 630 or DRX 630 up to 400 A as main MCCB 
(incoming terminals)
- DRX 125 or DRX 125 + DRX 250 (for the mixed 
versions) on outgoing terminals 
Rated short-time withstand current (Icw): 42 kA 1 s

1 6 045 05 18 6
1 6 045 06 24 8
1 6 045 07 36 12
1 6 045 08 48 16
1 6 045 09 18 mixed 4 x DRX 125 + 2 x DRX 250
1 6 045 10 24 mixed 6 x DRX 125 + 2 x DRX 250

Maximum rating 630 A
Can be equipped with :
- DPX3 630 or DRX 630 up to 630 A as main MCCB 
(incoming terminals) 
- DRX 125 or DRX 125 + DRX 250 (for the mixed 
versions) on outgoing terminals 
Rated short-time withstand current (Icw): 50 kA 1 s

1 6 045 11 18 6
1 6 045 12 24 8
1 6 045 13 36 12
1 6 045 14 48 16
1 6 045 15 18 mixed 4 x DRX 125 + 2 x DRX 250
1 6 045 16 24 mixed 6 x DRX 125 + 2 x DRX 250

Technical characteristics p. 213

Pack Cat.Nos Distribution boards for DPX³ MCCBs on 
outgoing terminals
Maximum rating 250 A
Can be equipped with :
- DPX3 250 as main MCCB (incoming terminals) or 
DRX 250 with mounting kit Cat.No 6 045 50 (to be 
ordered separately)
- DPX³ 160 on outgoing terminals 
Rated short-time withstand current (Icw): 36 kA 1 s

No of poles
(outgoing terminals)

No of 3P
ways (outgoing)

1 6 045 17 12 4
1 6 045 18 18 6
1 6 045 19 24 8
1 6 045 20 36 12
1 6 045 21 48 16

Maximum rating 400 A
Can be equipped with :
- DPX3 630 or DRX 630 up to 400 A as main MCCB 
(incoming terminals)  
- DPX³ 160 or DPX³ 160 + DPX³ 250 (for the mixed 
versions) on outgoing terminals 
Rated short-time withstand current (Icw): 42 kA 1 s

1 6 045 22 18 6
1 6 045 23 24 8
1 6 045 24 36 12
1 6 045 25 48 16
1 6 045 26 18 mixed 4 x DPX³ 160 + 2 x DPX³ 250
1 6 045 27 24 mixed 6 x DPX³ 160 + 2 x DPX³ 250

Maximum rating 630 A
Can be equipped with :
- DPX3 630 or DRX 630 up to 630 A as main MCCB 
(incoming terminals) 
- DPX³ 160 or DPX³ 160 + DPX³ 250 (for the mixed 
versions) on outgoing terminals 
Rated short-time withstand current (Icw): 50 kA 1 s

1 6 045 28 18 6
1 6 045 29 24 8
1 6 045 30 36 12
1 6 045 31 48 16
1 6 045 32 18 mixed 4 x DPX³ 160 + 2 x DPX³ 250
1 6 045 33 24 mixed 6 x DPX³ 160 + 2 x DPX³ 250
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XL3-N 630 3-phase distribution boards
technical characteristics

XL3-N 630 3-phase distribution boards
from 12 to 54 poles (outgoing terminals) (continued)

Extension boxes

� Dimensions

Distribution boards from 12 to 48 poles (outgoing terminals)

Cat.Nos
Dimensions (mm)

W H D

6 045 00 710 810 175

6 045 01 710 910 175

6 045 02 710 1010 175

6 045 03 710 1110 175

6 045 04 710 1310 175

6 045 05 710 1110 200

6 045 06 710 1210 200

6 045 07 710 1310 200

6 045 08 710 1510 200

6 045 09 810 1110 200

6 045 10 810 1210 200

6 045 11 710 1210 200

6 045 12 710 1310 200

6 045 13 710 1410 200

6 045 14 710 1610 200

6 045 15 810 1210 200

6 045 16 810 1310 200

6 045 61

3-phase distribution boards for moulded case circuit breakers,  
DRX or DPX³; IP 40 (IP42 with the kit Cat.No 6 045 68) - IK 08 with door;
Conform to standard IEC 61439-2.Type tested; tested and certified by 
third part laboratory; Maximum voltage 415 V± ; 
Rated peak withstand current (Ipk): up to 110 kA  
Ambient temperature: 50 °C continuously; Grey RAL 7035;  
Supplied with: surface mounting box, door with handle, faceplate, fully 
isolated tin plated copper busbar; The number of holes of earth and 
neutral terminal blocks are equal to the number of outgoing devices

Technical characteristics see opposite

Pack Cat.Nos Mounting kits
1 6 045 50 Allows the installation of a DRX 250 MCCB as main 

circuit breaker on the incoming terminals of the 
distribution boards up to 250 A

Extension boxes
To be installed on XL3-N 630 distribution boards (at the 
top or at the bottom) for extra wiring space or additional 
functions.

For XL³-N 630  
width (mm)

For XL³-N 630  
depth (mm)

1 6 045 60 710 175
1 6 045 61 710 200
1 6 045 62 810 200

Accessories
1 6 045 65 Locking system for XL³-N 630 distribution boards
1 6 045 66 Protection for 125 A / 160 A busbar
1 6 045 67 Protection for 250 A busbar
1 6 045 68 IP 42 kit for XL³-N 630 distribution boards

Cat.Nos
Dimensions (mm)

W H D

6 045 17 710 810 175

6 045 18 710 910 175

6 045 19 710 1010 175

6 045 20 710 1110 175

6 045 21 710 1310 175

6 045 22 710 1110 200

6 045 23 710 1210 200

6 045 24 710 1310 200

6 045 25 710 1510 200

6 045 26 810 1110 200

6 045 27 810 1210 200

6 045 28 710 1210 200

6 045 29 710 1310 200

6 045 30 710 1410 200

6 045 31 710 1610 200

6 045 32 810 1210 200

6 045 33 810 1310 200

Cat.Nos
Dimensions (mm)

W D H

6 045 60 710 135 200

6 045 61 710 160 200

6 045 62 810 160 200

W

D
H

W D

H



214

Surface mounting terminal shield boxes
2 to 6 modules

Surface mounting terminal shield boxes
technical characteristics

� Dimensions

2 modules 4 modules

6 modules

� Mounting

14
0

52 87

68130

48

4 holes

36 72

Ø7

114

12
0

5

0 013 56

IP 30 
Self extinguishing: 650° C 
Supplied without terminal blocks
Class II
White RAL 9003
Covers can be sealed
Allows to achieve assemblies conform to IEC 61439-3

0 013 580 013 57

Pack Cat.Nos Terminal shield boxes

Capacity in
17.5 mm
modules

Dimensions
(mm)

Height x Width x Thickness
50 0 013 56 2 modules 140 x 52 x 68
30 0 013 57 4 modules 140 x 87 x 68
20 0 013 58 6 modules 140 x 130 x 68

Version

Old ranges New range

Capacity  
in number 

of 
modules

Practibox
Nedbox

Surface mounting 
British standard 
consumer units

Practibox S
(p. 216 - 217)

without 
door

white 
door

smoked 
door

white 
door

smoked 
door

Flush-mounting

6 6 011 10 - -

8 6 011 11 1 340 08 1 340 18

1 x 12 6 011 12 1 350 01 1 350 11

2 x 12 6 011 13 1 350 02 1 350 12

3 x 12 6 011 14 1 350 03 1 350 13

Surface 
mounting

8 6 012 40 1 341 08 1 341 18

1 x 12 6 012 41 1 351 01 1 351 11

2 x 12 6 012 42 1 351 02 1 351 12

3 x 12 6 013 43 1 351 03 1 351 13

4 x 12 6 012 44 1 351 04 1 351 14

4 6 075 68 1 342 04 1 342 14

8 6 075 61 1 342 08 1 342 18

1 x 12 6 075 80 6 075 81 1 352 01 1 352 11

1 x 16 6 075 82 6 075 83 - -

1 x 22 6 075 84 6 075 85 1 372 05 1 372 15

� Cross reference list old ranges / Practibox S



215

Flush-mounting cabinets Nedbox
technical characteristics

Flush-mounting cabinets Nedbox
12 to 48 modules

IP 40 - IK 07
Class II
Allows to achieve assemblies conform to IEC 61439-3
Self extinguishing: resistance to incandescent wire 850° C

0 014 53

� Distribution cabinets 1, 2, 3 or 4 rows of 12 modules

A : flush-mounting box
B : cable entry plate
C :  wall anchors (fasteners)    

for masonry
D : screw terminal blocks

E : removable faceplate
F : blanking plates
G : metal door
H : transparent door
I : removable chassis

� Dimensions

1 row 2 rows 3 rows 4 rows
A : flush-mounting box height (mm) 305 430 555 680

B : door height (mm) 335 460 585 710

Number of
rows

Earth terminal blocks
Screw connection

Neutral terminal blocks
Screw connection

1.5 - 16 mm2 1.5 - 10 mm2 1.5 - 16 mm2 1.5 - 10 mm2

1 6 6 6 6

2 8 8 8 8

3 15 15 12 12

4 15 15 18 18

1: Flush-mounting box dimensions  2: Door dimensions

� Number of connections per terminal block

H

GFECB A 

DIB 

6

330 (1) 

47.5 

72 

350 (2) 87

90

B
 (2

) 

A
 (1

) 

12
5

6

330 (1) 

47.5 

72 

350 (2) 87

90
B

 (2
) 

A
 (1

) 

12
5

Metal or
transparent door

0 014 43

Pack Cat.Nos Flush-mounting distribution cabinets

White RAL 9003
Supplied with:
- reversible door
- screw terminal blocks for neutral and earth
Spacing between rails 125 mm
For installation in dry partitions use the
flush-mounting kit Cat.No 0 014 90

With metal door white RAL 9003

Number of
rows

Number of
modules

Flush-mounting box
Height
(mm)

Width
(mm)

Depth
(mm)

1 0 014 41 1 12 + 2 305 330 87
1 0 014 42 2 24 + 4 430 330 87
1 0 014 43 3 36 + 6 555 330 87
1 0 014 44 4 48 + 8 680 330 87

With transparent door
Number of

rows
Number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 0 014 51 1 12 + 2 305 330 87
1 0 014 52 2 24 + 4 430 330 87
1 0 014 53 3 36 + 6 555 330 87
1 0 014 54 4 48 + 8 680 330 87

Accessories
"Reduced depth" mounting frame for dry 
partitions
For reducing the mounting depth to 70 mm 
instead of 87 mm

1 0 014 81 For 1-row cabinets Cat.No 0 014 41/51
1 0 014 82 For 2-row cabinets Cat.No 0 014 42/52
1 0 014 83 For 3-row cabinets Cat.No 0 014 43/53
1 0 014 84 For 4-row cabinets Cat.No 0 014 44/54

Flush-mounting kit for dry partitions
1 0 014 90 For installation of Nedbox fl ush-mounting cabinets 

in dry partitions

Key lock
1 0 014 91 Key lock for Cat.Nos 6 012 42/43/44 and  

6 014 41/42/43/44/51/52/53/54
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Practibox S surface mounting

cabinets from 4 to 72 modules

Practibox S flush-mounting

cabinets for masonry from 4 to 72 modules

1 350 03

1 340 04

1 340 14 1 350 011 351 11 1 351 13 1 351 04

Allows to achieve assemblies conform to IEC 61439-3
IP40 IK07
Class II
Plastic material
Supplied with door

Allows to achieve assemblies conform to IEC 61439-3
IP40 IK07
Class II
Plastic material
Supplied with door
For brick and masonry walls
650° fireproof flush-mounting plastic boxes

Technical characteristics p. 219 Technical characteristics p. 220

Pack Cat.Nos Cabinets supplied without terminal
blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 341 04 1 341 14 1 4 4 216 184 100
1 1 341 08 1 341 18 1 8 8 226 256 100
1 1 351 01 1 351 11 1 12 12 236 328 107
1 1 351 02 1 351 12 2 12 24 386 328 108
1 1 351 03 1 351 13 3 12 36 536 328 108
1 1 351 04 1 351 14 4 12 48 766 328 108
1 1 371 06 1 371 16 1 18 18 236 436 107
1 1 371 07 1 371 17 2 18 36 386 436 108
1 1 371 08 1 371 18 3 18 54 616 436 108
1 1 371 09 1 371 19 4 18 72 766 436 108
1 1 371 05 1 371 15 1 22 22 236 508 107

Cabinets supplied with earth 
terminal blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 341 24 1 341 34 1 4 4 216 184 100
1 1 341 28 1 341 38 1 8 8 226 256 100
1 1 351 21 1 351 31 1 12 12 236 328 107
1 1 351 22 1 351 32 2 12 24 386 328 108
1 1 351 23 1 351 33 3 12 36 536 328 108
1 1 351 24 1 351 34 4 12 48 766 328 108
1 1 371 26 1 371 36 1 18 18 236 436 107
1 1 371 27 1 371 37 2 18 36 386 436 108
1 1 371 28 1 371 38 3 18 54 616 436 108
1 1 371 29 1 371 39 4 18 72 766 436 108
1 1 371 25 1 371 35 1 22 22 236 508 107

Cabinets supplied with earth and 
neutral terminal blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 342 04 1 342 14 1 4 4 216 184 100
1 1 342 08 1 342 18 1 8 8 226 256 100
1 1 352 01 1 352 11 1 12 12 236 328 107
1 1 352 02 1 352 12 2 12 24 386 328 108
1 1 352 03 1 352 13 3 12 36 536 328 108
1 1 352 04 1 352 14 4 12 48 766 328 108
1 1 372 06 1 372 16 1 18 18 236 436 107
1 1 372 07 1 372 17 2 18 36 386 436 108
1 1 372 08 1 372 18 3 18 54 616 436 108
1 1 372 09 1 372 19 4 18 72 766 436 108
1 1 372 05 1 372 15 1 22 22 236 508 107

Pack Cat.Nos Cabinets supplied without terminal 
blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 340 04 1 340 14 1 4 4 215 184 100
1 1 340 08 1 340 18 1 8 8 225 256 100
1 1 350 01 1 350 11 1 12 12 235 328 102
1 1 350 02 1 350 12 2 12 24 385 328 103
1 1 350 03 1 350 13 3 12 36 535 328 103
1 1 350 04 1 350 14 4 12 48 765 328 103
1 1 370 06 1 370 16 1 18 18 235 436 102
1 1 370 07 1 370 17 2 18 36 385 436 103
1 1 370 08 1 370 18 3 18 54 615 436 103
1 1 370 09 1 370 19 4 18 72 765 436 103
1 1 370 05 1 370 15 1 22 22 235 508 102

Cabinets supplied with earth 
terminal blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 340 44 1 340 54 1 4 4 215 184 100
1 1 340 48 1 340 58 1 8 8 225 256 100
1 1 350 41 1 350 51 1 12 12 235 328 102
1 1 350 42 1 350 52 2 12 24 385 328 103
1 1 350 43 1 350 53 3 12 36 535 328 103
1 1 350 44 1 350 54 4 12 48 765 328 103
1 1 370 46 1 370 56 1 18 18 235 436 102
1 1 370 47 1 370 57 2 18 36 385 436 103
1 1 370 48 1 370 58 3 18 54 615 436 103
1 1 370 49 1 370 59 4 18 72 765 436 103
1 1 370 45 1 370 55 1 22 22 235 508 102

Cabinets supplied with earth and 
neutral terminal blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 341 44 1 341 54 1 4 4 215 184 100
1 1 341 48 1 341 58 1 8 8 225 256 100
1 1 351 41 1 351 51 1 12 12 235 328 102
1 1 351 42 1 351 52 2 12 24 385 328 103
1 1 351 43 1 351 53 3 12 36 535 328 103
1 1 351 44 1 351 54 4 12 48 765 328 103
1 1 371 46 1 371 56 1 18 18 235 436 102
1 1 371 47 1 371 57 2 18 36 385 436 103
1 1 371 48 1 371 58 3 18 54 615 436 103
1 1 371 49 1 371 59 4 18 72 765 436 103
1 1 371 45 1 371 55 1 22 22 235 508 102

AVAILABLE FROM  
SEPTEMBER  2018

AVAILABLE FROM  
SEPTEMBER  2018
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Practibox S flush-mounting cabinets

for dry partitions from 4 to 72 modules

Practibox S
accessories

1 350 23

1 340 24

1 340 34 1 350 21 1 348 13 4 018 56

Allows to achieve assemblies conform to IEC 61439-3
IP40 IK07
Class II
Plastic material
Supplied with door
For dry partitions
850° fireproof flush-mounting plastic boxes

Technical characteristics p. 220

Pack Cat.Nos Cabinets supplied without terminal 
blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 340 24 1 340 34 1 4 4 215 184 100
1 1 340 28 1 340 38 1 8 8 225 256 100
1 1 350 21 1 350 31 1 12 12 235 328 102
1 1 350 22 1 350 32 2 12 24 385 328 103
1 1 350 23 1 350 33 3 12 36 535 328 103
1 1 350 24 1 350 34 4 12 48 765 328 103
1 1 370 26 1 370 36 1 18 18 235 436 102
1 1 370 27 1 370 37 2 18 36 385 436 103
1 1 370 28 1 370 38 3 18 54 615 436 103
1 1 370 29 1 370 39 4 18 72 765 436 103
1 1 370 25 1 370 35 1 22 22 235 508 102

Cabinets supplied with earth 
terminal blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 340 64 1 340 74 1 4 4 215 184 100
1 1 340 68 1 340 78 1 8 8 225 256 100
1 1 350 61 1 350 71 1 12 12 235 328 102
1 1 350 62 1 350 72 2 12 24 385 328 103
1 1 350 63 1 350 73 3 12 36 535 328 103
1 1 350 64 1 350 74 4 12 48 765 328 103
1 1 370 66 1 370 76 1 18 18 235 436 102
1 1 370 67 1 370 77 2 18 36 385 436 103
1 1 370 68 1 370 78 3 18 54 615 436 103
1 1 370 69 1 370 79 4 18 72 765 436 103
1 1 370 65 1 370 75 1 22 22 235 508 102

Cabinets supplied with earth and 
neutral terminal blocks

White
door

Smoked
Transparent

door
Number of

rows

Number of
modules
per row

Total
number of
modules

Height
(mm)

Width
(mm)

Depth
(mm)

1 1 341 64 1 341 74 1 4 4 215 184 100
1 1 341 68 1 341 78 1 8 8 225 256 100
1 1 351 61 1 351 71 1 12 12 235 328 102
1 1 351 62 1 351 72 2 12 24 385 328 103
1 1 351 63 1 351 73 3 12 36 535 328 103
1 1 351 64 1 351 74 4 12 48 765 328 103
1 1 371 66 1 371 76 1 18 18 235 436 102
1 1 371 67 1 371 77 2 18 36 385 436 103
1 1 371 68 1 371 78 3 18 54 615 436 103
1 1 371 69 1 371 79 4 18 72 765 436 103
1 1 371 65 1 371 75 1 22 22 235 508 102

Pack Cat.Nos Earth terminal blocks
Brass terminal block with isolated support
Conform to IEC 60998-2-1/2-2

1 1 348 00 For 4 modules cabinets
1 x (2x16² + 2x10²); ICC : 6 kA

1 1 348 01 For 8 modules cabinets
1 x (3x16² + 3x10²); ICC : 6 kA

1 1 348 02 For 12 modules flush-mounting cabinets
1 x (12x16² + 12x10²); ICC : 6 kA

1 1 348 03 For 12 modules surface mounting cabinets and  
22 modules cabinets 
1 x (12x16² + 12x10²); ICC : 6 kA

1 1 348 04 For 1 row 18 modules flush-mounting cabinets
1 x (1x25² + 12x16²); ICC : 10 kA

1 1 348 05 For 18 modules surface mounting cabinets and 2 to 
4 rows flush-mounting cabinets
1 x (1x25² + 26x16²); ICC : 10 kA

Earth and neutral terminal block
Brass terminal block with isolated support
Conform to IEC 60998-2-1/2-2

1 1 348 10 For 4 modules cabinets
2 x (2x16² + 2x10²); ICC : 6 kA

1 1 348 11 For 8 modules cabinets
2 x (3x16² + 3x10²); ICC : 6 kA

1 1 348 12 For 12 modules flush-mounting cabinets
2 x (12x16² + 12x10²); ICC : 6 kA

1 1 348 13 For 12 modules surface mounting cabinets and  
22 modules cabinets 
2 x (12x16² + 12x10²); ICC : 6 kA

1 1 348 14 For 1 row 18 modules flush-mounting cabinets
2 x (1x25² + 12x16²); ICC : 10 kA

1 1 348 15 For 18 modules surface mounting cabinets and 2 to 
4 rows flush-mounting cabinets
2 x (1x25² + 26x16²); ICC : 10 kA

Accessories
1 1 341 00 Key lock

Can be mounted on all sizes of flush and surface 
mounting enclosures

1 1 341 02 Horizontal and vertical joining kit for flush-mounting 
enclosure

1 4 018 56 Set of 4 wall fixing lugs for XL³ 125 and Practibox S 
surface mounting cabinets

Blanking plates
Separable per module or 1/2 module

20 0 016 60 5 modules
10 0 016 62 13 modules
10 0 016 64 18 modules

AVAILABLE FROM  
SEPTEMBER  2018

AVAILABLE FROM  
SEPTEMBER  2018

Cross reference list old ranges / Practibox S
p. 214
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Practibox S
surface mounting cabinets - technical characteristics

� Composition of distribution cabinets from 4 to 72 modules

� Dimensions

� Number of connections per earth terminal block  
(supplied with enclosure)

� Number of connections per neutral and earth terminal 
block (supplied with enclosure)

� Number of blanking plates supplied per enclosure

Cat.Nos

Dimensions 
(mm)

A B C D E

1 341 04/14/24/34 / 1 342 04/14 178 216 72 120 78

1 341 08/18/28/38 / 1 342 08/18 250 226 150 120 78

1 351 01/11/21/31 / 1 352 01/11 322 236 210 140 83

1 351 02/12/22/32 / 1 352 02/12 322 386 210 290 87

1 351 03/13/23/33 / 1 352 03/13 322 536 210 440 87

1 351 04/14/24/34 / 1 352 04/14 322 766 210 600 87

1 371 06/16/26/36 / 1 372 06/16 430 236 320 140 83

1 371 07/17/27/37 / 1 372 07/17 430 386 320 290 87

1 371 08/18/28/38 / 1 372 08/18 430 616 320 470 87

1 371 09/19/29/39 / 1 372 09/19 430 766 320 620 87

1 371 05/15/25/35 / 1 372 05/15 502 236 390 140 83

Cat.Nos

Earth terminal blocks
Screw connection

6 - 25 mm2 1.5 - 16 mm2 1.5 - 10 mm2

1 341 24/34 - 2 2

1 341 28/38 - 3 3

1 351 21/31 - 5 5

1 351 22/32 - 8 8

1 351 23/33 - 12 12

1 351 24/34 - 16 16

1 371 25/35 - 8 8

1 371 26/36 1 12 -

1 371 27/37 1 21 -

1 371 28/38 1 34 -

1 371 29/39 1 34 -

Cat.Nos

Neutral terminal blocks
Screw connection

Earth terminal blocks
Screw connection

6 - 25 mm2 1.5 - 16 mm2 1.5 - 10 mm2 6 - 25 mm2 1.5 - 16 mm2 1.5 - 10 mm2

1 342 04/14 - 2 2 - 2 2

1 342 08/18 - 3 3 - 3 3

1 352 01/11 - 5 5 - 5 5

1 352 02/12 - 8 8 - 8 8

1 352 03/13 - 12 12 - 12 12

1 352 04/14 - 16 16 - 16 16

1 372 05/15 - 8 8 - 8 8

1 372 06/16 1 12 - 1 12 -

1 372 07/17 1 21 - 1 21 -

1 372 08/18 1 34 - 1 34 -

1 372 09/19 1 34 - 1 34 -

Cat.Nos
Number of

blanking plates
5 modules

1 341 04/14/24/34 / 1 342 04/14 -

1 341 08/18/28/38 / 1 342 08/18 -

1 351 01/11/21/31 / 1 352 01/11 -

1 351 02/12/22/32 / 1 352 02/12 1

1 351 03/13/23/33 / 1 352 03/13 1

1 351 04/14/24/34 / 1 352 04/14 1

1 371 06/16/26/36 / 1 372 06/16 1

1 371 07/17/27/37 / 1 372 07/17 1

1 371 08/18/28/38 / 1 372 08/18 2

1 371 09/19/29/39 / 1 372 09/19 2

1 371 05/15/25/35 / 1 372 05/15 1

A B

D

C

A: surface mounting box
B: 4 rail
C: removable faceplate with white or transparent door
D: terminal blocks (depending on the cabinet version)

15
0

C E

A

D B

Cross reference list old ranges / Practibox S
p. 214
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Practibox S
flush-mounting cabinets for masonry and dry partitions - technical characteristics

� Composition of distribution cabinets from 4 to 72 modules

� Dimensions

� Number of connections per earth terminal block  
(supplied with enclosure)

� Number of connections per neutral and earth terminal 
block (supplied with enclosure)

� Number of blanking plates supplied per enclosure

Cat.Nos
Dimensions 

(mm)
A B C D

1 340 04/14/24/34/44/54/64/74 184 215 146 205

1 340 08/18/28/38/48/58/68/78 256 225 218 215

1 341 44/54/64/74 184 215 146 205

1 341 48/5868/78 256 225 218 215

1 350 01/11/21/31/41/51/61/71 328 235 225 290

1 350 02/12/22/32/42/52/62/72 328 385 375 290

1 350 03/13/23/33/43/53/63/73 328 535 525 290

1 350 04/14/24/34/44/54/64/74 328 765 675 290

1 351 41/51/61/71 328 235 225 290

1 351 42/52/62/72 328 385 375 290

1 351 43/53/63/73 328 535 525 290

1 351 44/54/64/74 328 765 675 290

1 370 05/15/25/35/45/55/65/75 508 235 470 225

1 370 06/16/26/36/46/56/66/76 436 235 398 225

1 370 07/17/27/37/47/57/67/77 436 385 398 375

1 370 08/18/28/38/48/58/68/78 436 615 398 525

1 370 09/19/29/39/49/59/69/79 436 765 398 675

1 371 46/56/66/76 436 235 398 225

1 371 47/57/67/77 436 385 398 375

1 371 48/58/68/78 436 615 398 525

1 371 49/59/69/79 436 765 398 675

Cat.Nos

Earth terminal blocks
Screw connection

6 - 25 mm2 1.5 - 16 mm2 1.5 - 10 mm2

1 340 44/54/64/74 - 2 2

1 340 48/58/68/78 - 3 3

1 350 41/51/61/71 - 5 5

1 350 42/52/62/72 - 8 8

1 350 43/53/63/73 - 12 12

1 350 44/54/64/74 - 16 16

1 370 45/55/65/75 - 8 8

1 370 46/56/66/76 1 12 -

1 370 47/57/67/77 1 21 -

1 370 48/58/68/78 1 34 -

1 370 49/59/69/79 1 34 -

Cat.Nos

Neutral terminal blocks
Screw connection

Earth terminal blocks
Screw connection

6 - 25
mm2

1.5 - 16
mm2

1.5 - 10
mm2

6 - 25
mm2

1.5 - 16
mm2

1.5 - 10
mm2

1 341 44/54/64/74 - 2 2 - 2 2

1 341 48/58/68/78 - 3 3 - 3 3

1 351 41/51/61/71 - 5 5 - 5 5

1 351 42/52/62/72 - 8 8 - 8 8

1 351 43/53/63/73 - 12 12 - 12 12

1 351 44/54/64/74 - 16 16 - 16 16

1 371 45/55/65/75 - 8 8 - 8 8

1 371 46/56/66/76 1 12 - 1 12 -

1 371 47/57/67/77 1 21 - 1 21 -

1 371 48/58/68/78 1 34 - 1 34 -

1 371 49/59/69/79 1 34 - 1 34 -

Cat.Nos
Number of

blanking plates
5 modules

1 340 04/14/24/34/44/54/64/74 -

1 340 08/18/28/38/48/58/68/78 -

1 341 44/54/64/74 -

1 341 48/5868/78 -

1 350 01/11/21/31/41/51/61/71 -

1 350 02/12/22/32/42/52/62/72 1

1 350 03/13/23/33/43/53/63/73 1

1 350 04/14/24/34/44/54/64/74 1

1 351 41/51/61/71 -

1 351 42/52/62/72 1

1 351 43/53/63/73 1

1 351 44/54/64/74 1

1 370 05/15/25/35/45/55/65/75 1

1 370 06/16/26/36/46/56/66/76 1

1 370 07/17/27/37/47/57/67/77 1

1 370 08/18/28/38/48/58/68/78 2

1 370 09/19/29/39/49/59/69/79 2

1 371 46/56/66/76 1

1 371 47/57/67/77 1

1 371 48/58/68/78 2

1 371 49/59/69/79 2

A:  flush-mounting box for 
masonry or dry partitions

B:  removable chassis with 
leveling system

C:  removable faceplate with 
white or transparent door

D:  terminal blocks (depending 
on the cabinet version)

Cutting dimensions

BB

D

C

72

B 15
0

A

C

D

Cross reference list old ranges / Practibox S
p. 214
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4 017 09 4 017 064 017 08 4 017 19 

Class II
IP 40 - IK 07 with door 
Self-extinguishing: resistance to incandescent wire 850 °C 
Conform to IEC 60670-24 and IEC 62208 : allows to achieve assemblies 
conform to IEC 61439-3

Pack Cat.Nos Flush-mounting distribution 
cabinets
Box for masonry or dry partitions (with dry 
partitions kit Cat.No 4 017 24)
Supplied with:
- removable chassis with 4 rails fi tted
- reversible door (door + faceplate for 
1-row cabinets)
- removable faceplates for each row (for 2, 
3 and 4-row cabinets) 
- IP 2X screw terminal blocks
- blanking plates (5 modules, separable 
per module or 1/2 module, for 2, 3 and
4-row cabinets)
Spacing between rails 150 mm
Door opening : 180°
Can be equipped with lock and key n° 850 
Cat.No 0 019 66

8/12 modules per row with transparent door

With earth 
terminal 
blocks

With earth 
and neutral 

terminal 
blocks

Number of 
rows

Number of
modules 

Flush-mounting box

Height
(mm)

Width
(mm) 

Depth
(mm)

1 4 017 01 4 017 51 1 8 186 232 80
1 4 017 02 4 017 52 1 12 222 304 80
1 4 017 03 4 017 53 2 24 372 304 85
1 4 017 04 4 017 54 3 36 522 304 85

8/12 modules per row with white door 
RAL 9003

1 4 017 11 4 017 61 1 8 186 232 80
1 4 017 12 4 017 62 1 12 222 304 80
1 4 017 13 4 017 63 2 24 372 304 85
1 4 017 14 4 017 64 3 36 522 304 85

18 modules per row with transparent 
door

1 4 017 06 4 017 56 1 18 248 436 85
1 4 017 07 4 017 57 2 36 456 436 85
1 4 017 08 4 017 58 3 54 606 436 91
1 4 017 09 4 017 59 4 72 756 436 91

18 modules per row with white door 
RAL 9003

1 4 017 16 4 017 66 1 18 248 436 85
1 4 017 17 4 017 67 2 36 456 436 85
1 4 017 18 4 017 68 3 54 606 436 91
1 4 017 19 4 017 69 4 72 756 436 91

Pack Cat.Nos Accessories

Horizontal or vertical joining kit
1 4 017 23 For joining 2 cabinets when installed in masonry

Flush-mounting kit for dry partitions
1 4 017 24 For installation of Practibox3 cabinets in dry 

partitions

Horizontal partition for 18 modules per row 
cabinets

1 4 017 22 For 2, 3 or 4-rows cabinets 

Plain faceplate for 18 modules per row cabinets
1 4 017 25 For 2, 3 or 4-rows cabinets 

Allow fi tting of non-modular equipments such as 
control and signalling units

Perforated plates for 18 modules per row 
cabinets
To be used instead of the one 4 rail when 
integrating non-modular products 

1 4 017 26 For 2, 3 or 4-rows cabinets
Height 150 mm

12x2 fl at bar for IP 2X terminal blocks for 
18 modules per row cabinets

1 4 017 27 For 2, 3 or 4-rows cabinets
Allow fi tting of additional IP 2X terminal blocks

Key lock
1 0 019 66 To be fi tted on white or transparent doors, starting 

from 3 rows of 12 modules cabinets
Supplied with key n° 850

Blanking plates
White RAL 9003 
Separable per module or 1/2 module

20 0 016 60 5 modules
10 0 016 62 13 modules
10 0 016 64 18 modules

0 019 664 017 07

Technical characteristics p. 221

4 017 164 017 18 4 017 17

Flush-mounting cabinets Practibox3

from 8 to 72 modules

Download Practibox3 brochure on
www.docexport.legrand.com

Practibox3

ELEGANT & 
PRACTICAL

18 MODULES/ROW 
FLUSH-MOUNTING DISTRIBUTION CABINETS

THE GLOBAL SPECIALIST
IN ELECTRICAL AND DIGITAL BUILDING INFRASTRUCTURES 

CATALOGUE PAGES INSIDE
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Enclosure
Cat.Nos

Neutral terminal blocks
Screw connection

Earth terminal blocks
Screw connection

1.5 - 16 mm2 6 - 25 mm2 1.5 - 16 mm2 6 - 25 mm2

4 017 01/11 - - 8 -

4 017 02/12 - - 12 1

4 017 03/13 - - 16 1

4 017 04/14 - - 21 1

4 017 06/16 - - 12 1

4 017 07/17 - - 16 1

4 017 08/18 - - 21 1

4 017 09/19 - - 33 2

4 017 51/61 8 - 8 -

4 017 52/62 8 - 12 1

4 017 53/63 2 x 8 - 16 1

4 017 54/64 3 x 8 - 21 1

4 017 56/66 12 1 12 1

4 017 57/67 2 x 8 - 16 1

4 017 58/68 3 x 8 - 21 1

4 017 59/69 4 x 8 - 33 2

Enclosure
Cat.Nos

Number of
blanking plates

5 modules

4 017 01/11/51/61 -

4 017 02/12/52/62 1

4 017 03/13/53/63 1

4 017 04/14/54/64 2

4 017 06/16/56/66 1

4 017 07/17/57/67 2

4 017 08/18/58/68 2

4 017 09/19/59/69 2

� Number of connections per neutral and earth terminal
block (supplied with enclosure)

� Number of blanking plates supplied per enclosure

� Dimensions � Wall cutting when installing the boxes in dry partitions 
or masonry

Cat.Nos

Dimensions 
(mm)

A B C D

4 017 01/11/51/61 286 208 20 100

4 017 02/12/52/62 359 246 20 100

4 017 03/13/53/63 359 396 20 105

4 017 04/14/54/64 359 546 20 105

4 017 06/16/56/66 493 288 20 105

4 017 07/17/57/67 493 496 20 105

4 017 08/18/58/68 493 650 20 111

4 017 09/19/59/69 493 800 20 111

For dry partitions use the flush-mounting kit Cat.No 4 017 24

Cat.Nos

Dimensions  
for dry partitions 

(mm)

Dimensions 
for masonry  

(mm)

A B A B

4 017 01/11/51/61 233 187 > 233 > 187

4 017 02/12/52/62 305 223 > 305 > 223

4 017 03/13/53/63 305 373 > 305 > 373

4 017 04/14/54/64 305 523 > 305 > 523

4 017 06/16/56/66 437 249 > 437 > 249

4 017 07/17/57/67 437 454 > 437 > 454

4 017 08/18/58/68 437 607 > 437 > 607

4 017 09/19/59/69 437 757 > 437 > 757

A

BB

A

C

D

Flush-mounting cabinets Practibox3

from 18 to 72 modules
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4 016 79 4 016 764 016 78 4 016 79 + 4 018 64 4 016 77 + 4 018 72 4 018 44

IP 40 - IK 09 with door 
IP 30 - IK 08 without door 
Class II 
Self-extinguishing: resistance to incandescent wire 650 °C 
Conform to IEC 60670-24
Allows to achieve assemblies conform to IEC 61439-3

Pack Cat.Nos Surface mounting distribution cabinets

Capacity 18 modules per row
White RAL 9003
Fully reversible cabinet (base, door and faceplates)
Supplied with:
- removable and pivoting chassis with 4 rails
fitted. Rails can be individually removed for easy
cabling on site
- removable cable entry plate (top and bottom)
- removable faceplates (for each row)
- IP 2X screw terminal blocks for neutral and earth
- blanking plates (5 modules, separable per module
or 1/2 module)
- 1 sheet of self-adhesive labels for circuit
identification (marking per module)
Spacing between rails 150 mm
Adjustable 4 rail (2-position) for fitting modular
equipment or DPX³ 160 moulded case circuit
breakers
Can be fitted with perforated plates and solid
faceplates for mounting non-modular products
(2, 3 to 4-row cabinets)
Doors to be ordered separately
Number of 

rows  
Number of
modules 

Height
(mm)

Width
(mm) 

Depth
(mm) 

1 4 016 76 1 18 300 450 128
1 4 016 77 2 36 450 450 128
1 4 016 78 3 54 600 450 128
1 4 016 79 4 72 750 450 128

Doors - IP 40 - IK 09
For XL3 125 distribution cabinets 
Fully reversible 
Can be equipped with lock and key n° 850 
Cat.No 4018 51

White RAL 9003
1 4 018 61 For distribution cabinet Cat.No 4 016 76
1 4 018 62 For distribution cabinet Cat.No 4 016 77 
1 4 018 63 For distribution cabinet Cat.No 4 016 78 
1 4 018 64 For distribution cabinet Cat.No 4 016 79 

Transparent
1 4 018 71 For distribution cabinet Cat.No 4 016 76 
1 4 018 72 For distribution cabinet Cat.No 4 016 77 
1 4 018 73 For distribution cabinet Cat.No 4 016 78 
1 4 018 74 For distribution cabinet Cat.No 4 016 79 

Pack Cat.Nos Accessories

Key lock
2 4 018 51 To be fitted on white or transparent doors 

Supplied with key N° 850 

Horizontal or vertical joining kit
2 4 018 45 For joining 2 cabinets

Fixing lugs
1 4 018 56 Set of 4 wall fixing lugs for XL3 125 and Practibox S 

surface mounting cabinets

Document holder 
2 4 018 44 Self-adhesive document holder for plans

To be fitted on the cabinet

Blanking plates
Separable per module or 1/2 module

20 0 016 60 5 modules - white RAL 9003

Plain faceplates
2 4 018 55 For 2, 3 or 4-rows cabinets 

Allow fitting of non-modular equipments such as 
control and signalling units 

Perforated plates
To be used instead of the one 4 rail when 
integrating non-modular products 

2 4 018 53 For 18 modules cabinets. Height 150 mm

Fixing accessory for Mosaic wiring devices
5 4 018 50 For fixing 2-module mechanisms on the side of the 

cabinet

Fixing supports for terminal block
1 4 018 57 Set of 2 supports for installing terminal blocks or 

additional empty supports

Empty supports
5 4 048 21 Empty support with 50 holes (length 385 mm)

Takes unprotected screw terminal blocks

IP 2X automatic connection terminal block
1 0 050 54 Conforms to standard IEC 60998-2-1/2-2

Takes flexible and rigid wires
Disconnect using a flat screwdriver (3.5 mm)
5 x 6 to 25 mm² screw terminals + 5 x 6 to 35 mm² 
screw terminals + 45 x 1.5 to 4 mm² automatic 
terminals
Length: 385 mm

4 018 51 

4 018 56 

4 016 77
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Surface mounting cabinets XL3 125
from 18 to 72 modules

Enclosure
Cat.Nos

Neutral terminal blocks
Screw connection

Earth terminal blocks
Screw connection

6 - 25 mm2 1.5 - 16 mm2 6 - 25 mm2 1.5 - 16 mm2

4 016 76 1 17 1 17

4 016 77 1 21 1 21

4 016 78 1 26 1 26

4 016 79 1 34 1 34

Enclosure
Cat.Nos

Number of
blanking plates

5 modules

4 016 76 1

4 016 77 2

4 016 78 3

4 016 79 3

Enclosure
Cat.Nos

A  
(mm)

B 
(mm)

4 016 76 300 250

4 016 77 450 365

4 016 78 600 515

4 016 79 750 665

� Number of connections per neutral and earth terminal 
block (supplied with enclosure)

� Removable and pivoting chassis

� Removable cable entry plate

� Removable faceplate

� Number of blanking plates supplied per enclosure

� Dimensions

450

A
15

0

260

B

Front view

Fixing centres 
and distance between rails

128.2

Side view  
without door

150

Side view  
with door

Removable 
chassis 

Pivoting 
chassis 

Precut cable entry plate for 
different sizes of trunking

Cabinet with rails, perforated plate, faceplates for DIN-rail equipment 
and plain faceplate

Removable 
rail




